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[57] ABSTRACT 
A system for relatively accurately measuring the velocity 
and time of flight of ultrasonic signals in the thickness 
direction through moving web-like materials, such as paper, 
paperboard and the like, includes a pair of ultrasonic trans-
ducers disposed on opposing sides of the moving web-like 
material. The ultrasonic transducers are disposed in fluid-
filled wheels to provide acoustical coupling between the 
transducers and the web-like material. In order to eliminate 
errors, known as trigger jitter, inherent in systems used to 
digitize ultrasonic signals for manipulation by a digital 
computer, a pulse echo box is provided to enable the capture 
of a reflected ultrasonic signal in addition to the ultrasonic 
signal transmitted through the web. By cross-correlating the 
transmitted and reflected ultrasonic signals in the same 
sample period, the error associated with trigger jitter is 
eliminated. 
8 Claims, 8 Drawing Sheets 
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There are several known problems with such known 
ultrasonic testing systems. More specifically, such ultrasonic 
testing systems normally utilize a digitizing oscilloscope for 
converting the ultrasonic signals to digital values in order to 
SYSTEM FOR MEASURING THE 
ULTRASONIC VELOCITY IN THE 
THICKNESS DIRECTION OF MOVING 
WEBS WITHOUT ERRORS DUE TO DELAYS 
IN THE ONSET OF DIGITIZATION 
This is a continuation, of application Ser. No. 07/971, 
048, filed Nov. 3, 1992 now abandoned. 
5 enable the time of flight to be computed by a digital 
computer. Such digitizing oscilloscopes are subject to errors 
from a phenomenon known as "trigger jitter". Trigger jitter 
in general relates to the unpredictability in the difference in 
time between the receipt of a trigger signal at the digitizing 
BACKGROUND OF THE INVENTION 
1. Field of the Invention 
The present invention relates to a method for improving 
the accuracy of non-destructive and non-intrusive testing 
techniques of moving web-like materials, such as paper, 
paperboard and other porous materials produced by the 
paper industry and, in particular, a system for correcting 
certain inaccuracies generally inherent with ultrasonic test-
ing systems. 
10 oscilloscope and the onset of the analog-to-digital conver-
sion. Since this time period can vary with each sample 
period, cross-correlation of time of flight data with and 
without a sample present can result in certain inaccuracies in 
the time of flight measurements and, in turn, the mechanical 
15 property being tested. 
Another source of error in the time of flight measurement 
in such ultrasonic testing systems relates to variances in the 
acoustic path between the two transducers. More particu-
larly, such ultrasonic transducers, normally formed from 
2. Description of the Prior Art 
Web-like materials, such as paper, paperboard and the like 
are required to meet particular mechanical property speci-
fications. Normal quality control techniques require that the 
web-like materials be tested to ensure that the web uni-
formly meets the desired mechanical property specification. 
20 ceramic or plastic piezoelectric material, are disposed in 
fluid-filled wheels in order to provide acoustical coupling of 
the ultrasonic signals relative to the web-like material. Such 
transducers are fixed in place and attached to axes about 
which the wheels rotate. Variances in the thickness of the 
Destructive-type tests are known for measuring mechani-
25 wheels about their circumference can cause errors in the 
flight time measurements resulting in inaccurate mechanical 
property measurements. 
cal properties of such web-like materials. Such destructive 
tests are normally conducted off line on representative 30 
samples of the web. There are various problems with such 
off-line destructive testing. For example, such testing is 
relatively time consuming and requires production to be 
stopped or sampled periodically when product is received 
from the machine. In addition, since such testing is destruc- 35 
tive, it is normally performed on representative samples of 
the web which may be taken, for example, every several 
thousand of square feet of material. In such a situation, a 
substantial amount of waste is incurred if the web-like 
material is found to fail the test. 40 
In order to solve the problems associated with such 
destructive test type measurements of mechanical properties 
of web-like materials, ultrasonic testing techniques have 
been developed. Such testing is done on-line and thus is 
relatively quicker than off-line destructive testing, while at 45 
the sane time provides relatively continuous indication of 
various mechanical properties of the web-like material to 
assure virtually uniform quality of the product while mini-
mizing waste. 
In known ultrasonic systems for testing various mechani- 50 
cal properties, two ultrasonic transducers are provided. The 
ultrasonic transducers are generally disposed on opposing 
sides of the web to allow ultrasonic signals to be transmitted 
in a direction generally normal to the plane of the web. In 
such a system, one transducer acts as a transmitter while the 55 
other transducer as a receiver. The time of flight of an 
ultrasonic signal through the thickness of the web is sensed 
to determine various mechanical properties of the web. In 
particular, the time of flight of the ultrasonic signal through 
the thickness of the web is determined by measuring the time 60 
of flight of the ultrasonic signal between the transducers 
during a condition when there is no web or sample present 
and then measuring the time of flight of the ultrasonic signal 
during a condition when a web is disposed between the 
transducers. Generally speaking, the difference in the times 65 
of flight during the two conditions is representative of the 
time of flight of the ultrasonic signal through the web. 
SUMMARY OF THE INVENTION 
It is an object of the present invention to solve the 
problems associated with the prior art. 
It is another object of the present invention to improve the 
accuracy of on-line tests of web-like materials such as paper, 
paperboard and other porous materials produced by the 
paper industry.· 
It is yet another object of the present invention to provide 
a system for making continuous tests of moving web-like 
materials. 
It is yet another object of the present invention to com-
pensate for errors in time of flight measurements of ultra-
sonic signals due to trigger jitter. 
It is yet another object of the present invention to provide 
a method for making non-destructive tests on a moving web 
of material which incorporates ultrasonic transducers dis-
posed in fluid-filled wheels which compensates for varia-
tions in the transducer wheel thickness of the fluid-filled 
wheels about their circumference. 
Briefly, the present invention relates to a method for 
improving the accuracy of measuring the time of flight and 
velocity of ultrasonic signals through moving web-like 
materials, such as paper, paperboard and the like, which 
includes a pair of ultrasonic transducers disposed on oppos-
ing sides of the moving web-like material. In order to 
provide acoustical coupling between the transducers and the 
web-like material, the transducers are disposed within fluid-
filled wheels. Errors due to variances in the wheel thick-
nesses about their circumference which can affect time of 
flight measurements and ultimately the mechanical property 
being tested are compensated by averaging the ultrasonic 
signals for a predetermined number of revolutions of the 
wheels. The invention further includes a method for com-
pensating for errors resulting from the digitization of the 
ultrasonic signals. More particularly, the invention includes 
a method for eliminating errors, known as trigger jitter, 
inherent with digitizing oscilloscopes used to digitize the 
5,493,911 
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system is illustrated in FIG. I and generally identified with 
the reference numeral 20. The system 20 includes a pair of 
fluid-filled wheels and, in particular, a top wheel 22 and 
bottom wheel 24. The fluid-filled wheels 22 and 24 are 
disposed about mutually parallel axes (not shown); the 
distance between which is adjusted so that the fluid-filled 
wheels 22 and 24 are in contact with each other when there 
is no sample present. During operation, web-like materials 
or samples 26, such as paper, paperboard and other such 
signals for manipulation by a digital computer. In particular, 
rather than cross-correlate ultrasonic signals taken during 
different sample periods as is known in the art in order to 
determine the time of flight of the ultrasonic signal through 
the moving web, a pulse/echo box is included which enables 5 
cross-correlation of predetermined transmitted ultrasonic 
signals with predetermined reflected ultrasonic or echo 
signals during the sample period. By cross-correlating ultra-
sonic signals in the same sample period, the error associated 
with trigger jitter is eliminated. 10 porous products generally produced by the paper industry, 
are fed into a nip 28 at the interface between the fluid-filled 
wheels 22 and 24 as generally shown in FIG. 1. BRIEF DESCRIPTION OF THE DRAWING 
These and other objects of the present invention will be 
readily understood with reference to the following specifi-
cation and attached drawing, wherein: 
FIG. 1 is a block diagram of an exemplary ultrasonic 
system for implementing the method in accordance with the 
present invention; 
FIG. 2 is an exemplary curve illustrating the errors 
associated with trigger jitter of a current ultrasonic signal 
cross-correlated with a stored representation of the same 
signal as a function of successive data acquisitions; 
FIG. 3 is an exemplary curve illustrating an external 
trigger signal as a function of the analog-to-digital conver-
sion times for a known digitizing oscilloscope; 
FIG. 4 is a simplified diagram of the ultrasonic system of 
FIG. 1, illustrating the acoustical path and flight times of 
various ultrasonic signals of interest; 
Generally speaking, the times of flight of certain ultra-
sonic signals between the fluid-filled wheels 22 and 24 both 
15 with and without a sample present are used to determine the 
time of flight and velocity of an ultrasonic signal through a 
web-like material. The time of flight of the ultrasonic signal 
is, in turn, used to determine various mechanical properties 
of the web-like material 26 in a non-destructive and non-
20 intrusive manner while the web-like material 26 is moving 
along a production line. By providing a continuous and 
non-destructive method for determining the time of flight 
and, in turn, various mechanical properties of web-like 
material 26, quality control of the web 26 is thus greatly 
25 improved while at the same time the cost of producing a high 
quality web is significantly decreased. 
However, various errors in known ultrasonic testing sys-
FIG. SA is a graphical representation of the reflected- 30 
ultrasonic signals of interest; 
tems have been found to affect the accuracy of the time of 
flight measurements. These errors, in turn, affect the accu-
racy of the mechanical properties that are based on the time 
of flight measurements. These error sources relate to vari-
FIG. SB is similar to FIG. SA and illustrates the trans-
mitted ultrasonic signals of interest; 
FIG. 6A is a graphical representation of the transit times 
t 1ranl and t 1ran2 between transducers as a function of fluid 
temperature at two transducer separation distances; 
FIG. 6B is similar to FIG. 6A illustrating the relationship 
between the shim flight time tshim as a function of fluid 
temperature; 
FIG. 6C is similar to FIG. 6A illustrating the transit time 
tcalip as a function of fluid temperature; 
FIG. 7A is a graphical representation of the transit times 
tiranl and t 1ran2 as a function of shim flight time tshim; 
ances in the transducer wheel thickness about their circum-
ference and unpredictable and varying time delays at the 
onset of the analog-to-digital conversion process known as 
35 
"trigger jitter". 
Trigger Jitter 
40 The errors in time of flight measurements associated with 
trigger jitter are inherent in known digitizing oscilloscopes 
used to convert the ultrasonic signals to digital signals to 
enable the signals to be manipulated by a digital computer. 
In particular, it is known to cross-correlate certain digitized 
45 FIG. 7B is similar to FIG. 7 A illustrating transit time tcalip 
ultrasonic signals during a sampling period when no sample 
26 is present in the nip 28 with certain stored digitized 
ultrasonic signals during a different sampling period when a 
sample 26 is present in the nip 28 to determine the time of 
flight of an ultrasonic signal through the web 26. 
as a function of shim flight time tshim; 
FIG. 8 is a graphical representation of fluid velocity V fluid 
as a function of shim flight time tshim; 
FIG. 9A represents the trigger signals applied to the 50 
pulse/echo box during one sample period in accordance with 
the method in accordance with the present invention; 
However, cross-correlation of ultrasonic signals during 
different sampling periods can result in certain errors. Such 
errors, known as trigger jitter, relate to the unpredictable 
delay from the time the digitizing oscilloscope is triggered 
and the onset of the analog-to-digital conversion process. 
FIG. 9B represents an exaggerated data sample period in 
response to one trigger signal as illustrated in FIG. 9A; 
FIGS. 9C and 9D are timing diagrams illustrating various 55 
ultrasonic signals of interest; 
Such delays can be significant as shown in FIG. 2 which 
illustrates the effects of trigger jitter when a current wave-
form is cross-correlated with a previously-stored represen-
tation of the same waveform. In particular, FIG. 2 illustrates 
the error in microseconds on the vertical axis when an 
FIGS. 9E-9G are timing diagrams representing the aver-
aged signal values during a single sample period in accor-
dance with the method of the present invention; and 
FIG. 10 is a flow diagram for use with the method 
according to the present invention. 
DETAILED DESCRIPTION OF THE 
INVENTION 
A system in accordance with the present invention for 
improving the accuracy of an on-line ultrasonic testing 
60 exemplary current waveform is cross-correlated with a 
stored representation of the same waveform as a function of 
successive data acquisitions. 
The nature of trigger jitter problem is best understood 
with reference to FIG. 3. More particularly, FIG. 3 illustrates 
65 an exemplary trigger signal 30 as a function of time. The 
time scale along the horizontal axis represents exemplary 
analog-to-digital conversion times t1 ••• t5 • As shown, the 
5,493,911 
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trigger signal 30 is received at time to while a plurality of 
sample points S1 ... S5 are shown as being converted at 
times t 1 ... t5 , respectively. 
In certain digitizing oscilloscopes used for such ultrasonic 
testing, it has been determined that the time period (tcto) is 5 
unpredictable and can vary per sampling period. The time t1 
represents the time at which the digital conversion begins, 
e.g., digital conversion of the first sample point s1• It has also 
been determined that the time period t1-to is not necessarily 
equal to the time period between subsequent conversions. In 10 
other words although (t3-t4)=(t4-t3)=(t3-t2 ) =(t2-t1)=Lit, 
t1-tois generally not equal to Lit. This leads to uncertainty 
and unpredictability of the time period t1-to, known as 
"trigger jitter". Due to the accuracy required in ultrasonic 
measurements, such trigger jitter can lead to significant 15 
errors as illustrated in FIG. 2 when the digitized ultrasonic 
signals are cross-correlated from different sampling periods. 
More particularly, in known digitized ultrasonic systems, 
current ultrasonic signals have known to be cross-correlated 
with stored or reference digitized ultrasonic signals. Since 20 
such current and stored signals are digitized in response to 
different trigger signals 30 (e.g., during different sample 
periods), a certain degree of error due to trigger jitter will 
occur when the two ultrasonic signals are cross-correlated. 
The system in accordance with the invention solves this 25 
problem by virtually eliminating the error due to trigger 
jitter. In particular, as will be discussed in detail below, the 
system avoids cross-correlation of ultrasonic signals during 
different sampling periods. More specifically, the system in 
accordance with the present invention cross-correlates ultra- 30 
sonic signals during the same sampling period and thus 
essentially eliminates any errors due to trigger jitter. 
6 
both transmitted and reflected, are illustrated in FIGS. SA 
and SB. 
As shown in FIG. 4, each of the fluid-filled wheels 22 and 
24 contains an immersion-type ultrasonic transducer 32 and 
34, respectively. In particular, the upper wheel 22 includes 
an ultrasonic transmitter/receiver 32, while the lower wheel 
24 includes an ultrasonic receiver 34. The transmitter/ 
receiver 32 enables various transmitted and reflected ultra-
sonic signals to be cross-correlated during a single sample 
period, thus eliminating any error in the time of flight 
measurement due to trigger jitter. 
In order to compensate for changes in the fluid tempera-
ture in the fluid-filled wheels 22 and 24, an acrylic rod or 
shim 36 is disposed to be in contact with the surface of the 
transmitter 32. As is known in the art, the time of flight of 
the ultrasonic signal within the shim 36 is proportional to the 
shim temperature. For example, in a known system, it has 
been determined that a temperature increase of 1 ° C. in the 
fluid can change the signal propagation velocity by approxi-
mately 2.4 meters per second. Since the shim temperature 
represents the fluid temperature, the time of flight of the 
ultrasonic signal within the shim 36 may be used to com-
pensate for changes in the fluid temperature of the fluid-
filled wheels 22 and 24. By compensating for changes in the 
fluid temperature, the accuracy of the system can be signifi-
cantly improved. A detailed description of the shim and its 
use in providing temperature compensation in such ultra-
sonic systems is described in "ON MACHINE SENSORS 
TO MEASURE PAPER MECHANICAL PROPERTIES" 
by Dr. Maclin S. Hall, Nov. 11, 1991, hereby incorporated by 
reference. 
The ultrasonic signals of interest are defined in terms of 
the acoustical boundaries illustrated in FIG. 4. These acous-
tical boundaries are identified with the reference numerals 
Variance in Transducer Wheel Thickness 
35 38 through 42. The first boundary 38 is the interface between 
the surface of the transmitter 32 and the shim 36. The second 
boundary 40 relates to the shim/water boundary. The refer-
ence numeral 42 is used to generally refer to the boundary 
between the fluid-filled wheels 22 and 24 and the web-like 
There are also other known factors which contribute to 
errors in ultrasonic velocity measurements. One such error 
source relates to the variance of the thickness of the fluid-
filled wheel surfaces about their circumference. More spe-
cifically, it is known that the time of flight of an ultrasonic 40 
signal varies as a function of the particular medium through 
which the signal propagates. Thus, the time of flight of an 
ultrasonic signal in a fluid will be different from the time of 
the flight of such an ultrasonic signal in other mediums, for 
example, the surfaces of the ultrasonic wheels about their 45 
circumference. Thus, a variance in the wheel thickness about 
its circumference will affect the transit times of ultrasonic 
signals in the acoustical path. As such, any mechanical 
property determinations based upon such ultrasonic mea-
surements will include errors due to the variance in the 50 
wheel thickness. In order to compensate for this variance, 
the ultrasonic signals are averaged for a predetermined 
number of revolutions of the fluid-filled wheels; for 
example, one or two revolutions. By averaging the ultra-
sonic signals for a predetermined number of revolutions of 55 
the fluid-filled wheels, the effect of variance in the wheel 
thickness about its circumference is effectively minimized. 
material 26. Lastly, the reference numeral 44 is utilized to 
represent the boundary at the surface of the receiver 34. 
The first ultrasonic signal of interest is a transmitted 
signal w_l, identified in FIG. 4 as t1• The signal w_l is 
generated by the transmitter 32 and propagates through the 
shim 36 and is transmitted through the fluid in the upper 
fluid-filled wheel 22 across the interface 42 between the two 
fluid-filled wheels 22 and 24 and, in tum, is transmitted to 
the fluid in the lower fluid-filled wheel 24 and into the 
receiver 34. There are several other signals, partially 
reflected and partially absorbed at the various boundaries in 
the acoustic path that are also of interest. First, there is a 
signal that is partially reflected from the shim/water bound-
ary 40 and, in tum, partially absorbed by the transmitter 32. 
This signal is identified as w _pe and illustrated in FIG. 4 as 
te1• That portion of the reflected signal not absorbed by the 
transmitter 32 is reflected from the transmitter surface 38 to 
the shim/water boundary 40 and finally absorbed by the 
transmitter 32. This signal is identified as w _pel and illus-
trated in FIG. 4 as te2• The last signal of interest is a partial The Method 
The method for improving the accuracy of time of flight 
measurements and minimizing the effects of the error 
sources mentioned above is best understood with reference 
to FIG. 4 which illustrates the acoustical path of the ultra-
sonic signals of interest for the conditions with and without 
a sample 26 present in the nip 28 between the fluid-filled 
wheels 22 and 24. The actual ultrasonic signals of interest, 
60 reflection of the signal not transmitted through the nip 28 
through the fluid-filled wheels 22 and 24, but reflects off the 
boundary 42 and, in tum, is reflected again from the shim/ 
water boundary 40 to the surface 44 of the receiver 34 and 
again reflected from the surface 44 of the receiver 34 to the 
65 nip boundary 42 and finally absorbed by the receiver 32. 
This signal is identified as w_ 4 and illustrated in FIG. 4 at 
tz. 
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The ultrasonic signals of interest described above are used 
to determine the various mechanical properties of the web 
26 while eliminating errors due to trigger jitter. In addition, 
as will be described below, the signals are averaged for a 
predetermined number of revolutions of the fluid-filled 5 
wheels 22 and 24 in order to minimize any errors due to 
variance in the thickness of the wheels 22 and 24 about the 
circumference. Moreover, since the temperature of the fluid 
in the fluid-filled wheels 22 and 24 can affect the accuracy 
of the system, temperature compensation is provided. More 10 
particularly, the temperature of the fluid in the fluid-filled 
wheels 22 and 24 may be represented by the temperature of 
the shim 36. Since the temperature of the shim 36 is related 
to the time of flight of an ultrasonic signal through the shim 
36, the shim flight time tshim is determined. The shim flight 15 
time th. is determined by cross-correlating the ultrasonic signal~ ;'_pe and w _pel discussed above. Referring to FIG. 
4, the shim flight time tshim may be represented by the arrival 
time of the signal w_pel relative to the arrival of time of the 
signal w _pe or te2-te1. Since these signals w _pe and w-pel 20 
are converted to digital values during the same sample 
period (e.g., not compared with stored values), the value of 
the shim flight time tshim will be free of any errors associated 
with trigger jitter. 
8 
during the same sample period, no errors will be present due 
to trigger jitter. 
Expressed mathematically, the caliper del_d is given by 
Equation (2) below. 
del_d*[(t2-t1)-(t,'-t1')]f_ve112 (2) 
The manipulations (e.g., cross-correlations) described 
above may be carried out by the system illustrated in FIG. 
1 by manipulation of the transit times of the ultrasonic 
signals of interest in the manner set forth below. In particu-
lar, the cross-correlations of the ultrasonic signals determine 
the relative flight times of various ultrasonic signals relative 
to various other ultrasonic signals discussed below. How-
ever, the system is first calibrated. Once the system is 
calibrated, the ultrasonic velocity through the sample 26 
may be determined. 
Calibration 
In a similar manner, the errors due to trigger jitter are also 
eliminated from the time of flight or transit time measure-
ments of ultrasonic signals between the transducers 32 and 
34, both with and without a sample present. In particular, 
either the ultrasonic signal w_l, represented in FIG. 4 as t1, 
corresponding to a condition without a sample present or the 
signal identified as t1' corresponding to a condition with a 
sample present is cross-correlated with an echo pulse w _pe, 
illustrated as te1 in FIG. 4, first without a sample 26 present 
The calibration is initiated by increasing the temperature 
in the fluid-filled wheels 22 and 24. The temperature of the 
fluid within the fluid-filled wheels 22 and 24 is increased by 
rotating the wheels 22 and 24 at a relatively high speed for 
a predetermined time period, for example, 30 minutes. 
25 Subsequently, the speed of the fluid-filled wheels 22 and 24 
is slowed down, for example, to 2 revolutions per minute. 
During the cool-down period, various measurement pairs are 
taken in order to enable the fluid velocity to be determined 
as a function of the fluid temperature in the fluid-filled 
30 
wheels 22 and 24. 
to obtain a reference value and then with a sample 26 
present. The difference in these values, t_pe_l_del, is then 35 
used to determine the transit time through the sample 26. 
In particular, it is known that the fluid velocity of an 
ultrasonic signal varies as a function of the fluid temperature 
which may vary for various reasons including friction and 
ambient conditions. As discussed above, the fluid tempera-
ture is directly related to the flight time tshim of an ultrasonic 
signal through the shim 36. In order to accurately determine 
The difference t_pe_l_del is free of errors due to trigger 
jitter. More particularly, the value (t1-te1) without a sample 
present is determined by cross-correlating the signals w _l 
and w _pe during the same sampling period. Thus, the 
quantity (t1-te1) is free of any error due to trigger jitter. 
Similarly, the quantity (t1'-te1) with a sample present is also 
determined by cross-correlating signals in the same sample 
period, thus eliminating any error due to trigger jitter in the 
quantity (t\-te1). Therefore, the difference between the 
quantities (t1 '-te1)-(t1-te1) will likewise be free of error due 
to trigger jitter. 
The signals of interest can be manipulated to determine 
the time of flight through the web 26. In particular, the transit 
time through the sample 26 may be expressed mathemati-
cally as illustrated in Equation (1) as follows: 
del_ts=t_pe_l_del+del_dlf_vel 
where, 
del_ts=transit time through the sample, 
del_d=thickness or caliper of sample, 
f_ vel=effective fluid velocity, 
(1) 
t_pe_l_del=difference in sample time with and without 
a sample present as discussed above. 
The caliper del_d may be determined by measurement or 
the fluid velocity as a function of fluid temperature, the 
separation distance dsap between the transducers 32 and 34 
40 is varied while the transit time (t1ran=t1-te1) between trans-
ducers is recorded during the cool down. By providing a 
relatively precise measurement of the separation distance 
dsap' the fluid velocity Vfluid can be rather accurately deter-
mined. More particularly, with reference to FIG. 6A, the 
45 values of t,ranl (i) and dsapl (i) are recorded during the cool 
down at a first predetermined separation distance between 
the transducers 32 and 34. Subsequently, the separation 
distance between the transducers 32 and 34 is decreased, for 
example, by about 2 millimeters, and the values of t1ranii) 
50 and separation distance dsap2 (i) are recorded as a function of 
the cool down. The shim flight time tshim(i) and caliper flight 
time (tcaup=t2-t1) are also recorded during cool-down. 
In order to establish a relationship between the transmit-
ted flight time t,ran as a function of shim flight time tshim• the 
55 curve t,ranI and t,ran2 are combined with the curve tshim in 
order to form the composite curve illustrated in FIG. 7 A 
which illustrates the relationship between the transmit time 
t1ran and shim flight time tshim- In a similar manner, the curve 
tcalip is combined with the shim flight time tshim to form the 
60 composite illustrated in FIG. 7B. 
by cross-correlating the signals w _l and w _ 4 without a 
sample present, represented as t1 and~ in FIG. 4, and then 
cross-correlating the same signals with a sample present, 65 
represented as t1' and t2 ' in FIG. 4. Since the signals w_l 
and w _ 4 during each of the conditions are cross-correlated 
The fluid velocity as a function of shim flight time may 
then be determined in accordance with Equation (3) as 
follows and as illustrated in FIG. 8. 
where, 
liran1 - ltran2 
dsepl -dsep2 
(3) 
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Vfluiitshim)=the fluid velocity as a function of shim flight 
time, 
tzrani= signal transit time between transducers at a first 
predetermined separation distance dsepl between transduc-
ers, 
t1ran2= signal transit time between transducers at a second 
predetermined separation distance dsep2 between transduc-
ers, 
5 
10 
fluid-filled wheels 22 and 24 and the system is ready to 
perform on-line testing of the moving web 26. In particular, 
the determination of the velocity and time of flight of an 
ultrasonic signal through the sample may be determined 
while the web 26 is moving by cross-correlating various 
ultrasonic signals as discussed above. This method of deter-
mining the time of flight and velocity of an ultrasonic signal 
through the web 26 is practically implemented by measuring 
the flight times of various ultrasonic signals and manipulat-dsepi= first predetermined separation distance between 
transducers, and 
dsep2= second predetermined separation distance between 
transducers. 
10 ing the flight time measurements in the manner set forth 
below. 
However, it is known that small changes in the separation 
distance dsep between the transducers 32 and 34 can occur 
(in addition to the selected separation distances dsepl and 
dsep2 discussed above) as a result of cool down of the fluid 15 
temperature, sample testing and the relatively high RPM 
rates of the fluid-filled wheels 22 and 24. Since such changes 
in the separation distance can affect the accuracy of the 
system, a relationship between transmitted flight time t1ran 
and shim flight time tshim is required. In particular, either 20 
t,ranl or t 1ran2 versus tshim may be used. In order to derive a 
relatively accurate relationship, each value of tzrani (i) must 
be normalized to some constant separation distance dsep', 
which may be arbitrarily selected as dsepl. The normaliza-
tion may be represented mathematically as illustrated in 25 
Equation (4). 
dsepl - dsep' 
ltrans{lshim) = ltranl -----
Vpuid 
(4) 
In particular, an initial assumption is made that the 
difference between normalized transit time t 1ran' (ts/Jim) 
obtained during calibration without the presence of a sample 
26 and transit time t,ran with a sample present is represen-
tative of the transit time of an ultrasonic signal through the 
sample 26. However, this assumption ignores the following 
three factors: 1) the transducer separation distance is not 
constant; 2) the temperature of the fluid in the wheels is not 
constant; and 3) the presence of the sample shortens the 
pulse propagation path in the fluid by an amount equal to the 
caliper of the sample. 
In order to provide a relatively accurate determination of 
the flight time of an ultrasonic signal through a sample, the 
transmit time is compensated for the three factors mentioned 
above. In particular, in order to compensate for the variance 
in the separation distance of the transducers 32 and 34, the 
change in the fluid path time through the extra fluid distance 
created by the increase/decrease of the separation distance is 
where, 
t 1ran' , (tshim)= normalized transit time as a function of 
shim flight time, 
30 determined. This change is shown mathematically in Equa-
tion (6). 
t 1ranl =signal transit time between transducers at a first 
predetermined separation distance between transc:lucers, 
dsepi=first predetermined separation distance between 
transducers, 35 
V flui? fluid velocity, and 
dsep-= constant separation distance. 
dsep-dsep' 
t.xi = -v-fl-uid-(1-,h-im-) -
(6) 
where, 
tx1= change in fluid path time, 
dsep.= the constant separation distance of transducers, 
dsep=the presently measured separation distance, 
vfluid(tshim)=the relation derived from the calibration 
which accounts for temperature variations, and 
tshim=presently measured shim flight time. 
In addition, a relationship must also be established 
between the transit times tcalip and tshim· The transit time 
tcalip is a cross-correlation between the signals w_l and 40 
w_4 (e.g., the arrival time of the signal w_l relative to the 
arrival time of the signal w_ 4). Since the signal w_ 4 travels 
the distance between the shim 36 and the receiver 34 three 
times rather than one, any change in the separation distance 
between the transducers 32 and 34 will cause the signal w _ 4 
In order to determine the velocity and time of flight of an 
ultrasonic signal through the sample, the flight time of the 
signal w _ 4 with no sample 26 present is determined by first 
45 breaking down the travel time into its respective component 
to travel three times the change in separation distance 
through the extra fluid. Moreover, tcalip depends upon the 
arrival time of signal w_l. The signal w_l travels only the 
extra separation distance. Thus, the normalized transit time 
tcalip• as a function of shim flight time can be expressed 50 
mathematically, as illustrated in Equation (5). 
dsepl - dsep' 
tcalip{tshim) = lcalip - 2* Vjluid 
(5) 
where, 55 
tcalip'(tshim)= normalized transit time as a function of shim 
flight time, 
tcaup= arrival time of signal w_l relative to the arrival 
time of signal w _ 4, 
dsepi=transducer separation distance at a first predeter- 60 
mined value, 
dsep-= constant separation distance, and 
V fluicrfluid velocity. 
Operation 
Once the system is calibrated as discussed above, a 
sample 26 is disposed in the nip 28 defined between the 
65 
travel times through each media. More particularly, as 
illustrated in Equation (7). 
12 = l'shim + ljluid(top) + lwheel(top) + lwheel(top) + ljluid(top) + (7) 
!jluid(top) + lwheel(lop) + lwheel(bottom) + ljluid(bortom) + 
ljluid(bottom) + lwheel(boltom) + lwheel(bollom) + fjluid(bottom) 
where, 
t2= transit time of signal w _ 4, 
t'shim=transit time through shim 36, where tshim=2t',him• 
t;iuid(top)=transit time through fluid in upper wheel 22, 
t:.vheet(top)=transit time through thickness of upper wheel 
22, 
t:.vheel(bouom)= transit time through thickness of lower 
wheel 24, and 
t.Puid(bouom)=transit time through fluid in lower wheel 24. 
Similarly, the transit time of the signal w_l may also be 
broken down into its component parts as set forth in Equa-
tion (8). 
l 1=t
1
shim +lfluid(lop)+lwheel(top) +lwheel(boltom)+lfluid(botlom) (8) 
The difference between Equations (7) and (8) is tcalip• as set 
11 
forth in Equation (9). 
tcalip:=2*(ljluid(lop)+twheel(top)+ lwheel(bottom)+tjluid(bottom)) 
5,493,911 
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disposed within fluid-filled wheels 22 and 24, respectively, 
as discussed above. The ultrasonic transducers 32 and 34 
may be formed from either ceramic or plastic piezoelectric 
materials. Such immersion transducers may be purchased 
from either Panametrics Corporation of Waltham, Mass. or 
Dapco Industries of Ridgefield, Conn. The fluid-filled 
wheels 22 and 24 are typically 7 inches in diameter and 31& 
inch thick; for example, as manufactured by Dapco Indus-
tries. The transducers 32 and 34 are rigidly affixed to the axis 
When a sample is placed in the nip 28 between the wheels 5 
22 and 24, the equivalent difference (tcaup) is the same, with 
the exception that the sample 26 displaces some of the 
distance otherwise traveled in the fluid. Thus, the difference 
tcalip'-tcalip is the amount of time that the ultrasonic signal 
does not travel in the fluid due to the presence of the sample 
26. Accordingly, the fluid travel distance displaced by 
sample (dsamp) is provided in Equation (10). 
IO (not shown) about which the wheels 22 and 24 rotate. The 
wheels 22 and 24 are disposed such that their respective axes 
of rotation are parallel and spaced apart such that the wheels 
22 and 24 are in contact when no sample 26 is present. 
(IO) 
In addition, it is necessary to account for any changes in 
the shim flight time tshim and the separation distance between 
the transducers 32 and 34. Thus, the equation for caliper of 
the sample 26 is given by Equation (11). 
15 
Since relatively small variances in the separation distance 
between the transducers 32 and 34 can cause errors in the 
time of flight measurements, as discussed above, an induc-
tive distance measurement system 46 is incorporated to 
continuously monitor the distance between the transducers 
32 and 34 in order to provide repetitive correction for 
*(lca/ip{lshim) - lcalip) - (dsep - dsepl(l)) 
(II) 20 
variations in the transducer separation distance, thereby 
increasing the accuracy of the calculated velocities. The 
inductive measurement system 46, for example, a Kaman 
Instrumentation Corporation Model No. KD-2300-6C, 
includes a conductive metal target 48 attached to a support 
50 which, in tum, is connected to the upper wheel 22. An 
Moreover, in order to account for the third factor mentioned 
above, it is necessary to subtract the fluid path flight time 
through the fluid path occupied by the sample. This fluid 
path time is given by Equation (12). 
(12) 
IX2 
where, 
dsamp= presently measured caliper thickness. The flight 
time through the sample requires that Equation (6) be added 
and Equation (12) be subtracted from the difference between 
ttran and ttran' (tshim). The resulting Equation (13) thus 
provides the calculation of the flight time of an ultrasonic 
signal through the sample which accounts for the three 
factors mentioned above. 
dsep - dsepl(I) 
lsamp:;:::: ltran - ltran-Clshim) + Vjluilf(tshim) 
dsamp (13) 
25 inductive-type sensor 52 is attached to a support 54 con-
nected to the lower wheel 24. The inductive measurement 
system 46 provides a voltage output proportional to the 
separation distance between the conductive target 48 and the 
inductive sensor 52 and, hence, the transducers 32 and 34. 
30 A detailed description of such an inductive measurement 
system 46 is provided in detail Part I The Work Book 
Applications Information, pp. 5-13 by the Kaman Instru-
mentation Corporation, hereby incorporated by reference. 
As shown in FIG. 1, the output voltage of the inductive 
35 measurement system 46 is applied to a digital voltmeter 56, for example, a Hewlett Packard Model No. 3478A program-
mable digital voltmeter by way of an ·electric cable 58. The 
voltmeter 56 includes an internal analog-to-digital converter 
(not shown) for digitizing the output voltage from the 
The ultrasonic velocity through the sample is simply given 40 
in Equation (14). 
inductive measurement system 46. The voltmeter 56 also 
includes an internal interface bus and an external connector 
which meet IEEE Standard 488-1978 to enable the output of 
the digital voltmeter 56 to be applied to an inputloutput port 
of a digital computer 60, by way of a general purpose 
(14) 
45 interface bus (GPIB) 62. The method described above provides a relatively precise 
indication of the ultrasonic velocity and time of flight of an 
ultrasonic signal through a sample 26 while avoiding any 
errors resulting from trigger jitter of the digitizing oscillo-
scope. In addition, as will be discussed in more detail below, 
errors due to variances in the thickness of the fluid-filled 50 
wheels 22 and 24 are also minimized by averaging signals 
over a predetermined period, for example one or more 
revolutions of the fluid-filled wheels. 
By providing a relatively precise method for determining 
the velocity and flight times of an ultrasonic signal through 
a sample, testing of various mechanical properties of a 
moving web becomes more viable to the industry. By 
providing a method that enables on-line and relatively 
accurate testing of a moving web, the overall time and cost 
of producing webs of paper, paperboard and the like is 
greatly reduced. 
The System 
A detailed description of a digital voltmeter suitable for 
the above-mentioned application is described in detail in 
Meet the 3478A, pp. 1-83, by the Hewlett Packard Com-
pany. A suitable GPIB may be purchased from National 
Instruments Company, for example, a Model No. GPIB-
PCIIA. The digital computer 60 is preferably an IBM or 
IBM-compatible personal computer based on an Intel 80386 
microprocessor, or better. 
In addition to providing an interface between the digital 
55 voltmeter 56 and the digital computer 60, the GPIB 62 also 
provides an interface between a digitizing oscilloscope 64 
and the digital computer 60. The digitizing oscilloscope 64, 
for example, a LeCroy Series 7200 precision digital oscil-
loscope is utilized to monitor the ultrasonic signals of 
60 interest discussed above. In addition, the digitizing oscillo-
scope 64 includes an analog-to-digital converter (not shown) 
for converting the signals of interest to digital values for 
transmission to the digital computer 60 by way of the GPIB 
An exemplary system 20 for implementing the method 65 
described above is illustrated in FIG. 1. The system includes 
the pair of immersion-type ultrasonic transducers 32 and 34, 
62. In particular, the digitizing oscilloscope 64 is provided 
with two channels. As shown in FIG. 1, the system is 
configured such that transmitted signals are applied to 
channel I and reflected signals are applied to channel 2. 
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The analog-to-digital conversion process in the digitizing 
oscilloscope 64 is under the control of an external trigger 
which, in tum, is under the control of a pulse echo box 66. 
The pulse echo box 66, for example, a Model No. 5055PR 
manufactured by Panametrics, is adapted to generate prede-
termined single cycle electric pulses which, when applied to 
an ultrasonic transducer, such as the ultrasonic transducer 
32, are converted into ultrasonic signals. The pulse echo box 
66 includes a dual-purpose I/O line 68 which outputs a 
relatively short duration ultrasonic pulse in response to an 
external trigger and is also able to accept ultrasonic echo 
pulses to enable the transmitter 32 to act as a receiver as 
well. The echoes are available at the signal output line of the 
pulse echo box 66 which, in tum, is applied to channel 2 of 
the digitizing oscilloscope 64. 
The transmitted pulses are applied to channel 1 of the 
digitizing oscilloscope 64 by way of an ultrasonic preamp 
70. The ultrasonic preamp 70 may be, for example, a Model 
No. 5662 manufactured by Panametrics in Waltham, Mass. 
The external trigger of the digitizing oscilloscope 64 is 
under the control of the dual-purpose I/O line 68. By 
connecting the external trigger of the digitizing oscilloscope 
64 to the dual-purpose I/Oline 68, the oscilloscope 64 will 
be triggered any time an ultrasonic pulse is transmitted from 
or received at the transducer 32. 
The pulse echo box 66 is triggered by a four-state state 
machine generally identified with the reference numeral 72. 
The state machine 72 in conjunction with a proximity sensor 
system 74, used to sense the revolutions of the fluid-filled 
wheel 22, are used to generate a trigger signal for the pulse 
echo box 66. In particular, the state machine 72 enables the 
ultrasonic signals of interest as discussed above to be 
averaged for a predetermined number of revolutions of the 
fluid-filled wheels 22 and 24. As described below, the 
ultrasonic signals of interest are averaged for a single 
revolution, for.example, of the fluid-filled wheel 22 during 
every fourth revolution. However, the principles of the 
invention are clearly applicable to other averaging configu-
rations. Averaging of the ultrasonic signals for a predeter-
mined number of revolutions of the fluid-filled wheel 22 
minimizes errors in time of flight measurements which result 
from variances in the thickness of the wheels 22 and 24 
about their circumference. 
The averaging of the ultrasonic signals of interest under 
the control of the state machine 72 is best understood with 
reference to FIGS. 9A through 9G. Referring to FIG. 9A, 
each revolution of the fluid-filled wheel 22 as sensed by the 
proximity sensor system 74 is used to define a state. As 
shown, four binary states are shown with signal acquisitions 
being made during one revolution out of every four revo-
lutions (e.g., during state 00). This is accomplished by 
utilizing the state machine 72 as a trigger for the pulse echo 
box 66. Thus, as shown in FIG. 9A, a plurality of trigger 
pulses 74 are illustrated during state 00. Each trigger pulse 
74 results in a data acquisition or sample period 76 in which 
the digitizing oscilloscope 64 senses and digitizes the ultra-
sonic signals of interest as shown in FIGS. 9C and 9D. For 
clarity, only a single sample period 76 and corresponding 
signals during that sample period 76 are shown in FIGS. 9B 
through 9D. At the end of a sample period 76, there are three 
dead states: states 01; 10 and 11 available for wave transfer, 
cross-correlation, manipulation, including averaging and 
preparation for the next acquisition. 
In order to minimize errors in the time of flight measure-
ments due to the variance in the thickness of the fluid-filled 
wheels 22 and 24 about their circumference, the ultrasonic 
signals of interest illustrated in FIGS. 9C and 9D, acquired 
14 
during every fourth revolution of the fluid-filled wheel 22 
(e.g., state 00), are averaged for that period. The averaged 
signals illustrated in FIGS. 9E through 9G are thus used in 
the computations to minimize errors associated with the 
5 variance in thickness. 
The state machine 72 includes a squarewave generator, 
for example, a 5-volt, 1 kHz generator 78, for example, a 
Dynascan Corporation Model 3020 sweep/function genera-
tor which produces a continuous train of single cycle pulses 
10 74 that are applied to the input of a three-channel analog 
multiplexer 80. One of the multiplexer 80 outputs (output A2 
as shown) is directly coupled to the trigger input of the pulse 
echo box 66 during every fourth revolution of the fluid-filled 
wheel 22 under the control of a four-state roll-around 
counter 82. The four-state roll-around counter 82 is under 15 
20 
the control of the proximity sensor system 74 which includes 
a target 83, rigidly attached to the fluid-filled wheel 22 to 
rotate therewith, and a proximity sensor 86 disposed adja-
cent the fluid-filled wheel 22. Such proximity sensor sys-
tems 74 are generally known in the art. As configured in 
FIG. l, the proximity sensor system 74 will generate a signal 
each time the target 83 is in proximity to the proximity 
sensor 86. This signal, in tum, is applied to the clock input 
of the four-state roll-around counter 82 to provide a clock 
25 signal every revolution of the fluid-filled wheel 22. The four-state roll-around counter 82 as discussed above counts 
the number of revolutions of the fluid-filled wheel 22 in 
order to control the analog multiplexer 80. 
The state machine 72 also provides an input to the digital 
30 computer 60 by way of a bus 84 to enable the digital 
computer 60 to monitor the state of the state machine 72 in 
order to synchronize acquisition and communication with 
the GPIB interface 62 with rotation of the fluid-filled wheel 
22. The count state of the state machine 72 is applied to ap. 
35 I/O port 86 in the digital computer 60. The count state is 
provided by the analog multiplexer 80 which applies a 5-volt 
input 87 to one of its outputs Bl, B2 or B3 under the control 
of the four-state roll-around counter 82. The 5-volt input 87 
is thus applied to the multiplexer outputs Bl, B2 and B3 to 
40 signify the state of the state machine 72. 
The testing system 20, illustrated in FIG. 1, is under the 
control of the digital computer 60. A flow control diagram 
for the digital computer 60 is illustrated in FIG. 10. In 
particular, once the system 20 is started, the digital voltmeter 
45 56 is initialized in step 88. Once the digital voltmeter 56 is 
initialized, the digitizing oscilloscope 64 is initialized for 
external triggers and arbitrarily large averages for signals in 
step 90. Next, the system determines the state of the state 
machine 72 and in particular whether the state machine 72 
50 is at state 01 in step 92. Referring back to FIG. 9A, state 01 
refers to the state in which data acquisitions by the digitizing 
oscilloscope 64 are disabled. This is done in order to 
initialize the digitizing oscilloscope 64. If the state machine 
72 is not at state 01, the system cycles until state 01 is 
55 reached indicating that the acquisition period (e.g., state 00) 
is over. Once the system determines that the state machine 
is at state 01, the digitizing oscilloscope 64 is cleared in step 
94 and armed for future acquisitions. The system then waits 
for the next data acquisition period by monitoring the I/O 
60 port 86 to ascertain when the system reaches state 00 in step 
96. Once the system determines that the state machine is at 
state 00 in step 96, the system initiates voltmeter measure-
ments by the digital voltmeter 56 by way of the GPIB 
interface 62. Data acquisitions are made during the sampling 
65 period (e.g., until state 01 is reached) as determined by the 
system in step 100. This is done by continuously monitoring 
the parallel I/O port 86 to determine when the state machine 
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2. A system as recited in claim 1, wherein said coupling 
means includes a pair of fluid-filled wheels, said fluid-filled 
wheels filled with a predetermined fluid. 
3. A system as recited in claim 2, further including means 
for compensating for temperature variations of said prede-
termined fluid in said fluid-filled wheels. 
reaches 01. Once the state machine reaches state 01, data 
acquisitions are disabled for the next three states which 
correspond to the next three revolutions of the fluid-filled 
wheel 22. Accordingly, the digitizing oscilloscope 64 is 
disabled from making additional acquisitions in step 102. 5 
Subsequently, in steps 104 and 106, the acquired data from 
the digital voltmeter 56 and digitizing oscilloscope 64 are 
retrieved in steps 104 and 106, respectively. After the data 
from the digital voltmeter 56 and digitizing oscilloscope 64 
4. A system as recited in claim 1, wherein said eliminating 
means includes means for cross-correlating predetermined 
ultrasonic signals transmitted by said first ultrasonic trans-
10 ducer and received by said second ultrasonic transducer and 
said predetermined reflected ultrasonic signals received by 
said first ultrasonic transducer. 
is retrieved, this data is averaged in a known manner and 
manipulated by the digital computer 60 as discussed above 
in step 108. This manipulation continues during state 01 
after which the cycle repeats. 
The caliper or thickness (dsamp) of the web for use in the 
manipulations discussed above can be obtained in various 
ways, all of which are intended to be within the scope of the 
present invention. For example, a Measurex Model 2001 
commercial caliper gauge, may be used to measure the 
caliper and interfaced to the digital computer 60 by way of 
5. A system as recited in claim 4, wherein said cross-
correlating means includes means for cross-correlating 
15 ultrasonic signals during predetermined time periods. 
a type CTM05 countertimer board. 
Obviously, many modifications and variations of the 
present invention are possible in light of the above teach-
ings. Thus, it is to be understood that, within the scope of the 
appended claims, the invention may be practiced otherwise 
than as specifically described above. 
What is claimed and desired to be secured by letters patent 
of the United States is: 
20 
25 
1. A system for making ultrasonic measurements on a 
moving web defining opposing planar surfaces of a prede-
termined material having a predetermined thickness, the 30 
ultrasonic measurements being made in a direction generally 
perpendicular to said opposing planar surfaces of the mov-
ing web, the system comprising: 
a first ultrasonic transducer rigidly disposed about a first 
axis generally parallel to said moving web for trans- 35 
mitting predetermined ultrasonic signals in a direction 
generally perpendicular to said opposing planar sur-
faces and for receiving predetermined reflected ultra-
sonic signals whose transmit times are to be measured 
to determine ultrasonic velocities of said predetermined 40 
reflected ultrasonic signals; 
a second ultrasonic transducer rigidly disposed about a 
second axis generally parallel to said moving web for 
receiving said predetermined ultrasonic signals trans-
mitted by said first ultrasonic transducer, said first and 45 
second axes spaced apart so that each of said transduc-
ers is disposed adjacent a different opposing surface of 
said web; 
means for coupling ultrasonic signals between said ultra-
50 sonic transducers and said moving web; 
means for measuring the transmit times of said predeter-
mined ultrasonic signals received by said second ultra-
sonic transducer and said predetermined reflected ultra-
sonic signals received by said first ultrasonic 55 
transducer, said measuring means including means for 
digitizing said predetermined ultrasonic signals 
received by said second ultrasonic transducer and said 
predetermined reflected ultrasonic signals received by 
said first ultrasonic transducer in response to one or 60 
more predetermined trigger signals; 
means for triggering said digitizing means, said triggering 
means including means for generating said one or more 
predetermined trigger signals; and 
means for eliminating errors due to delays in the onset of 65 
digitization after the digitizing means has been trig-
gered. 
6. A system as recited in claim 5, wherein one or more of 
said predetermined time periods correspond to ultrasonic 
signals resulting from a single one of said one or more 
predetermined trigger signals. 
7. A system as recited in claim 1, wherein said digitizing 
means includes a digitizing oscilloscope. 
8. A system for making ultrasonic measurements on a 
moving web having opposing planar surfaces of a predeter-
mined material comprising: 
a first ultrasonic transducer rigidly disposed about a first 
axis generally parallel to said moving web for trans-
mitting predetermined ultrasonic signals in a direction 
generally perpendicular to said opposing planar sur-
faces and receiving predetermined reflected ultrasonic 
signals; 
a second ultrasonic transducer rigidly disposed about a 
second axis generally parallel to said moving web for 
receiving said predetermined ultrasonic signals trans-
mitted by said first ultrasonic transducer, said first and 
second axes spaced apart so that each of said transduc-
ers is disposed adjacent a different opposing surface of 
said moving web; 
means for coupling ultrasonic signals between said ultra-
sonic transducers and said moving web; 
means for measuring the transmit times of said predeter-
mined ultrasonic signals received by said second ultra-
sonic transducer and said predetermined reflected ultra-
sonic signals received by said first ultrasonic transducer 
to determine the ultrasonic velocities of said predeter-
mined ultrasonic signals and said predetermined 
reflected ultrasonic signals, said measuring means 
including means for digitizing said predetermined 
ultrasonic signals received by said second ultrasonic 
transducer and said predetermined reflected ultrasonic 
signals received by said first ultrasonic transducer in 
response to a predetermined trigger signal; 
means for triggering said digitizing means, said triggering 
means including means for generating said predeter-
mined trigger signal; and 
means for eliminating errors relating to delays in the onset 
of digitization after said digitizing means has been 
triggered, wherein said eliminating means includes 
means for cross-correlating said predetermined ultra-
sonic signals received by said second ultrasonic trans-
ducer due to a single excitation pulse transmitted from 
said first ultrasonic transducer to said second ultrasonic 
transducer, with predetermined reflected ultrasonic sig-
nals received at said first ultrasonic transducer during 
one or more sample periods. 
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